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Valve Datasheet
ACTUATED ON/OFF KNIFE GATE VALVE DN350

CONTROL A 31/03/2010
333588 0 09/07/10
0600 1 11/10/2010
ACTUATED VALVE

REV Date

Equipment Tag IOId Tag
P&ID Number
Sen/ice Descdption
Dperated Type
Valve Type
Valve Code
Area
Hazardous Area Classification
Installation Detail
Equipment Number
Line Number
Line Size and Schedule
Pipe Material
Pipe Code
Jacket Matedal
Flange Rating
Fluid Medium
Fluid State            1% Solids (w/w)
Fail Action (Loss of Signal / Loss of Air)
Air Supply Pressure (Min / Nominal / Max) (kPag)

Slurry Flow
Gas Flow
Inlet Pressure
Outlet Pressure
Pressure Drop
Inlet Temperature
inlet Specific Gravity
Inlet Compressibility Factor
Inlet Viscosity
inlet Cdticel Pressure
Ambient Temperature °C I Max shut-off pressure (kPag)
Inlet Vapeur Pressure
Flow Coefficient (CV)
Travel
Manufacturer
Body Type
Body Size
Body Matedal
Steam Jacket Type
End Connection Type
Selected CV
Bonnet Type
Tdm Type / Size
Seat Matedal
Mass
Plug / Ball / Disc Material
Break Torque (Nm)     I Leakage
Estimated Sound Pressure Level (@ lm)
NACE Cert. Reqd - Yes or No
Manufacturer Model No.
Type Action
Spdng Size End Cap Matedal
Force / Torque Mass
Mounting Orientation Accessories
Manufacturer ! Model No.Type pQotYwerCoil Voltage
Electrical connection Enc osure
Exhaust port

Model No.
Reference Std
Face to Face Dim.
Flange Matadal
Jacket Matadal
Rating
Flow Characteristic
Bonnet Material
Gland packing
Stem Matedal

Manual override
Connection type I Connection and Material
Hazardous Area Certification
Manufacturer I Model No.
Type I QtyContact type/rating Electdcel connection
Mounting / Enclosure
Hazardous Area Cert. I NACE Cert. Reqd - Yes or No
Filter Regulator
Manufacturer Model No.
Matadal S ze
Incoming Air Isolation Valve
Manufacturer           I Model No.
Connection Size/Type
Material ! Lockable
Speed Control
Manufacturer I Model No.
Type

IQtySize Matedal
iMounting / Enclosure
iHazardous Area Cert. ! NACE Cert. Reqd - Yes or No
IDeflection Cones
Vtateda[ IGasket INumber Required
Valve Gasket

Electronic versk)n current
U nconboSed copy valid only at t~me of printing

Internal Review
Approved for EnquiP/
Approved for Use

FV 4-4C.3
WCP-10047
Actuated Knife Gate valve
Pneumatic Actuated
=VK3
VK3-43-350
3600
None

~.04-V1624
350-SL-4.04B-XS
DN350
3arbon Steel
AS 4041

TDTDTir~g~nator

bhpbiLLiton

FV 4=4C.3

Current Revision no.: 1
Number of I~ages: Ill
NM JW NM ~ ~ MR

I Extra Strong

1400kPag
Slum/
Liquid
Fail Close
420 kPa

UNITS
m~/h 45

Am~/h N/A
kPag 30
kPag N/A
kPa N/A
°C 20

1.1
N/A
N/A
N/A

cP
KPag

0 to 50 °C

690 kPa
OPERATING

kPa (estimated) ! N/A
N/A
N/A
Keystone
Knife Gate Luqqed. Uni-direct" & Deflectn Cone
DN 350
ASTM A351 CF8
N/A
Lugged to suit table E
N/A
N/A
N/A
ASTM A351 CF8
93kg##
Stainless Steel 316
#
N/A
No
Keg/stone
Double Acting Cylinder
N/A
#
Top - perpendicolar to pipe
SMC
5/2 way
24VDC
M20 x 1.5
with SMC Sedes ANAl-N04 muffler #
Required without the use of a tool to operate
Gl/4
None
Keystone
Proximity
PNP              !24VDC

22%
Fa Last

1850 kPa
MINIMUM

0 3O

10 35

3O

MAXIMUM

Figure 952 (Note 1, 2, 3 & 4)
#
85 mm # # (Including deflection cone & gasket)
N/A
N/A
1000kPag
N/A
N/A
H-LON
Stainless Steel 304

ITight Shutoff

F738 Type P8
Air to open and close
Anodised aluminum
85 kg##

! Supporting bracket
EVS7-10-FG~-3-A04T MO w~th sub-base VS7-3-A02T
1 solenoid

Anod zed Aluminum IP65 (Note 5)

304 SIS

P m2ximity Switches

10m flyng cads
Proximity switches to be mounted on actuator assembly (Note 5)
None ! No
Yes
SMC AC40B-N04DE
Epoxy coated aluminum 1/2 nch NPT
Yes
SMC VHS4500-N04-NiI-X116
1/2 inch NPT Suit SS tube
Epox,/coated aluminum Yes
Yes
SMC

AS;000-N-IMSpeed controller
1/2 inch NPT Epoxy coated a um hum
Panel mounted
None ! No

~ 13ram rubber full face insertion ! 1 - located in the upstream side # #28 ~/o chrome iron
3mm rubber full face insertion

Note 1 - To be read in conjunction with Specification H333588-0D00-60-123-O011 (Specification for Automated Valves)
Note 2 - Valve to be Iockable
Note 3 - Testing requirements to MSS SP-81
Note 4 - Markings shall be in accordance with MSS SP-25. Equipment tag number shall be stamped on the nameplate for identification.
Note 5 - thstallation contractor to supply enclosures for solenoid & limit switch terminations
~/Supplier to complete                    # # Supplier to confirm
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